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NSN:  
 

PREP FOR DELIVERY: MIL-STD-2073 1D Dated 15 Dec 99           
 

QUP CODE 001 
   
PRESERVATION METHOD CODE ZZ 
   
CLEANING/DRYING CODE X 
   
PRESERVATIVE MATERIAL CODE 00 
   
WRAPPING MATERIAL CODE 00 
   
CUSHIONING/DUNNAGE MATERIAL CODE ZZ 
   
CUSHIONING/DUNNAGE THICKNESS CODE Z 
   
UNIT CONTAINER CODE ZZ 
   
OPTIONAL PROCEDURE INDICATOR CODE A 
   
INTERMEDIATE CONTAINER CODE 00 
   
INTERMEDIATE CONTAINER QUANTITY CODE 000 
 
FOR DLA STOCK: 
 
PACK                                                                                     
 
FOR OCONUS PRIORITY 9 THRU 15 AND FOREIGN  
 

 
 
 
CODE 
 
MILITARY 

   
 
 
F 
 
SALES (FMS): 
 

PACK       CODE F 
PACKING: LEVEL B 
     
MARKING AND BAR CODE REQUIREMENTS:   
ALL SHIPMENTS FOR DLA STOCK, OCONUS PRIORITIES 9 – 15, AND FOREIGN MILITARY 
SALES (FMS) SHALL BE MARKED AND BARCODED IN ACCORDANCE WITH MIL-STD-129 N AND 
AIM BCI (UNIFORM SYMBOLOGY SPECIFICATION CODE 39). 
 
SPECIAL MARKING CODE:  ZZ  (SPECIAL REQUIREMENTS) 
 

FOR NON-FMS AND NON-STOCK ORDERS FOR CONUS DELIVERY AND OCONUS PRIORITIES 1 
THRU 8:   MARKED AND PACKAGED SAME AS PACKAGING REQUIREMENTS CITED ABOVE AND 
SUPPLEMENTAL DATA BELOW; BAR CODED IAW AIM BCI. 
PALLETIZATION SHALL BE IN ACCORDANCE WITH DC1636P001, REV D, DATED 01277. 
 
SUPPLEMENTAL DATA:    CS310   
 
 
 
 
 
 

 



CONTINUATION SHEET 
 

REFERENCE NO. OF DOCUMENT BEING CONTINUED 
 

PAGE 
                         OF    

NAME OF OFFEROR OR CONTRACTOR 

SECTION D 
 
 

   LTC CONTROL NO. 
 

 

 

NSN 7540-01-152-8057                                                                                                      50336-101                                                                                           OPTIONAL FORM 336 (4-86) 
U.S. GOVERNMENT PRINTING OFFICE 1990 - 262-081                                                                                                                                                                   Sponsored by GSA 
                                                                                                                                                                                                                                                             FAR (48 CFR) 53.110 

 

PRESERVATION AND PACKING OF 1-7/16” DIAMETER PURCHASE CABLE AND STOWAGE 
REEL ASSEMBLY 
 
SCOPE:   
This Special Packaging Instruction (SPI) details the procedure for the preservation, packaging, packing 
and marking (PPP&M) of 1-7/16” diameter purchase cable and stowage reel assembly under the 
drawing number 515659.  NOTE: This document replaces all the notes on drawing number 515659. 
 
QUANTITY UNIT PACK (QUP): The quantity unit pack is one. 
 
PPPP&M STEPS: 
1. Reel sides shall be marked with painted one-inch letters indicating NAEC part number, contract 

number, cable lengths, such as: “515661-2, N007-546, (2) 1100 FT LG” with painted one-inch 
letters indicating date preservation was applied, such as: “APPLIED 2-2-72.” With yellow painted 
one-half inch letters as a note, “HANDLE WITH CARE – BREAK IN OUTER COVER WILL 
DESTROY PRESERVATIVE.” 

 
Preservation and Packaging of Purchase Cable: 
2. Socket end of purchase cable to be secured to tie-down eyelet with nylon cord. Free end to be   
      secured to entire package with same cord. 
 
3.   All seams shall have continuous weld to ensure that container is air-tight. 
 
4. Purchase cable on reel is to be covered with corrugated fiberboard in accordance with ASTM 

D5118, Type CF, Class WWVR, and edge sealed to reel sides using waterproof tape in accordance 
with ASTM D5486, Type IV, before cushioning is applied.   

 
5. Cushioning or dunnage shall be fire retarding, oil resistant, rigid foam-in-place unicellular 

polyurethane foam with a density of 2 to 4 lb/ft.  The foam shall adhere to the reel sides, and 
provide a minimum two-inch thickness over cable.  All cracks in foam are to be “V” grooved and 
resealed with caulking “butyl-rubber-sealant”.  

 
Enclosing Cable Reel: 
6. After applying cushioning, reel shall be provided with an exterior wood sheath of 2 x 4 dry, white oak 

or white ash, as shown in detail “B”. 
 
7. Reel shall have four (4) steel bands 0.035 x 1-1/4: Specification QQ-S-781, Type IV, heavy duty, 

finish B (zinc coated), Grade 1, except paragraph 3.1 shall not apply, equally spaced around the 
exterior wood sheath circumference. 

 
8. For wooden sheathed reels only, reel sides shall be marked with the following in painted one-inch 

letters “LIFTING AGAINST WOOD SHEATHING NOT RECOMMENDED BECAUSE OF 
POSSIBLE DAMAGE TO AIR-TIGHTNESS SEAL.” 

 
9. Alternate method for exterior protection per notes 6 and 7, can be primed and painted steel 

sections secured to reel flanges.  Three sections of ten (10) gage hot rolled steel sheet in 
accordance with ASTM A569 or ASTM A570 shall be secured by four (4) ramset drive pins to reel 
flanges, each side.  Three steel bands (see Note 7 for type), one on each flange inboard of ramset 
pins and one in the center, shall be secured around the circumference of the reel.  

 
10. Reel sides shall be marked with the following in painted red one-inch letters “INDOOR STORAGE.” 
 
MARKING/BARCODING: 
11. All shipments shall be marked and bar coded in accordance with MIL-STD-129 and AIM BC-1, 

Uniform Symbology Specification Code (latest revisions).  


